HnYN X® Water Softener
e

Active Constituent: Water, tetrasodium EDTA
Poison Schedule: S5 (CAUTION)
APVMA Approval No: n/a

Eligible containers
251L

To be used in conjunction with Raynox

Pack Size: Dangerous Goods Class:
4.7L 8

Directions for use
1. Always add Raynox Water Softener to ALL required spray water before adding Raynox Apple Sunburn

Protectant
2. Refer to the table below to determine the amount of Raynox Water Softener to be added per 100L of spray
water.
Water Hardness Amount of Water Softener mL/100L water
50ppm 40mL
75ppm 56mL
100ppm 80mL
200ppm 160mL

3. You MUST know the level of hardness of your spray water supply. Have it tested before you mix Raynox
Apple Sunburn Protect with the water supply. If you water hardness is above 200ppm please contact your
Colin Campbell (Chemicals) P/L representative to determine the proper amount of water softener to use.

4. Mix for two minutes before adding Raynox Apple Sunburn Protectant to tank. Failure to use the correct
amount of Raynox Water Softener according to lable directioins will result in reduced sunburn protection
efficiency.

SAFETY DIRECTIONS

Harmful if swallowed. Will irritate skin. Will damage eyes. Avoid contact with eyes and skin. When opening the

container and preparing the solution, wear cotton overalls buttoned to the neck or wrist (or equivalent clothing),

elbow length PVC gloves and goggles. Wash hands after use. After each days use wash gloves, goggles and
contaminated clothing.

FIRST AID

If product in eyes, wash it out immediately with water for at least 30 minutes. If swallowed do NOT induce

vomiting.

If poisoning occurs, contact a doctor or Poisons Information Centre on telephone 13 11 26.

MATERIAL SAFETY DATA SHEET

Further information can be obtained from the Material Safety Data Sheet.

CONDITIONS OF SALE

Agricultural, horticultural and pastoral preparations in their application involve varying factors such as differing conditions, soil, climate and methods of
application over which the vendor does not have control, Whilst Colin Campbell (Chemicals) Pty. Ltd believes that all goods sold by it are true to label and

are effective and safe for purpose indicated the company and the seller hereby expressly negate and exclude any express or implied condition, statement or
warranty, statutory or otherwise, as to quality or fitness of any goods sold for any purpose or purposes whatsoever except such warranties and conditions,

if any, as are implied by the Trade Practices Act 1974 (Commonwealth). The company and the seller accept no responsibility for any loss, harm or damage
whatsoever suffered from the use of such goods for any purpose or purposes irrespective of whether or not the buyer was acting in reliance upon the advice
recommendation or representation of the seller or any representative agent of employee of the company as to such use except in respect of breaches of
conditions and warranties, if any, implied by the Trade Practices Act and in respect of such breaches the liability of the company and the seller shall be limited
to the replacement of the goods or the supply of equivalent goods, or the payment of the cost of replacing the goods.

®Raynox is a registered trademark and product made by Pace International LLC USA
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Vat volume

100L
400L

1,000L
1,500L

2,000L
2,270L
(500gallons)
3,000L
3,500L

WATER SOFTENER CHART

RAYN - X™

1) Level of water hardness detected in water (as ppm CaCO3 equivalent)

50ppm  100ppm 150ppm 200ppm 250ppm 300ppm 400ppm 500ppm 600ppm 700ppm 900ppm 1,000ppm
2) mL of Raynox Water Softener to add into vat.

30 40 80 120 160 200 230 310 390 470 550 620 700 780
120 160 310 470 620 780 940 1,250 1,560 1,870 2,180 2,500 2,810 3,120
310 390 780 1,170 1,560 1,950 2,340 3,120 3,900 4,680 5,460 6,240 7,020 7,800
470 590 1,170 1,760 2,340 2,930 3,510 4,680 5,850 7,020 8,190 9,360 10,530 11,700
620 780 1,560 2,340 3,120 3,900 4,680 6,240 7,800 9,360 10,920 12,480 14,040 15,600
710 890 1,770 2,660 3,540 4,430 5,310 7,080 8,850 10,620 12,390 14,160 15,940 17,710
930 1,170 2,340 3,510 4,680 5,850 7,020 9,360 11,700 14,040 16,380 18,720 21,060 23,400

1,090 1,370 2,730 4,100 5,460 6,830 8,190 10,920 13,650 16,380 19,110 21,840 24,570 27,300

To confirm the correct amount of water softener has been added, we recommend a jar test with Raynox be carried out at water hardness above 100ppm.

laboratory testing

Instructions for Use of the Raynox Water Softener Chart
1 Test the level of your water hardness using either the test strips provided by Colin Campbell Chemicals or via

2 Find your level of water hardness in the chart above and move down that column to your vat size and the figure
where the two points intersect is the amount of water softener that you need. For example a water hardness of

150ppm would require 1.17L of Raynox Water Softener in a 1,000L spray vat.

®Raynox is a registered trademark and product of Fruitgard LLC USA.

If in any doubt as to the correct amount of
water softener to add, contact:

Colin Campbell (Chemicals) Pty Ltd

Telephone : (02) 9725 2544
Fax: (02) 9604 7768
Email : info@campbellchemicals.com.au
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